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1. Wygląd zewnętrzny

2. Funkcje

Większy zakres ciśnienia statycznego
Fabrycznie ustawione jest 12Pa, możliwość ustawienia w 
zakresie 30/50Pa  
Lewe i prawe przyłącza rurowe

Cicha praca
Opatentowana konstrukcja jest w stanie zapobiec hałasom powodowanym przez wydmuchiwane powietrza. 
Lepsza dystrybucja powietrza
Ponieważ klimatyzowane powietrze może być rozprowadzane do każdego zakątka pomieszczenia 
za pomocą kanału powietrznego, zapewni to przyjemniejsze otoczenie mieszkalne, a tym samym 
dodatkowy komfort mieszkańcom. 
Dostarczanie świeżego powietrza sprawia, że funkcjonowanie staje się zdrowsze i bardziej 
komfortowe 
Zwrot powietrza 

Urządzenia z nawiewem powietrza zwrotnego są standardem, jednostki bez tej funkcji mogą być 
dostosowane do potrzeb klienta 

Odpływ typu V 

Rowek odwadniający i konstrukcja zlewu zbiornikowego umożliwia lepsze odprowadzanie wody. Dłuższa 
długość misy spustowej typu V może lepiej odbierać wodę, kapiącą z instalacji i przyłącza zaworu. 

Wydajność jest poprawiona dla zwiększenia zasięgu wylotu powietrza. 
Filtr nadający się do czyszczenia 

Żelazny filtr ramowy jest standardem, a aluminiowy filtr może być 
dostosowany do indywidualnych potrzeb. Kołnierz wylotowy powietrza i 
wielokierunkowy filtr wysuwny mogą być dostosowane do 
indywidualnych potrzeb. 

 OdpływZbiorniczek

Dłuższa rurka
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3. Product Lineup

Series Model 
Air volume 

(CFM) 

External static pressure 

(Pa) 

Electric 

heater 
Power supply 

3-row Duct

HFCU-M200D 200

12 Without 220~240V-1Ph-50Hz 

HFCU-M300D 300

HFCU-M400D 400

HFCU-M500D 500

HFCU-M600D 600

HFCU-M800D 800

HFCU-M1000D 1000

HFCU-M1200D 1200

Note: The units with electric heater can be customized.

4. Accessories

4.1 Standard accessories

Accessory name Qty. Shape Usage

Owner s & installation manual 1 / Installation guide

Extended drain pan 1 
Connect drain water from 

valve kit 

4.2 Optional accessories 

Accessory name Qty. Shape Usage 

PCB control kit 

CE-FCUKZ-04 
1 Electric control 

Wired controller 

KJR-18B/E 
1 Wired control 

Central controller

HCM03
1 Central control 

3-way valve assembly 1 Water flow switch 
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5. Specifications

Model HFCU- M200D M300D M400D

Air flow (12,30,50Pa)
H/M/L m3/h 320/210/140 450/340/280 530/390/260 

H/M/L CFM 190/120/85 270/200/170 320/230/160 

External Static pressure Pa The factory default 12Pa,30/50Pa can adjust in the field 

Cooling 

Capacity(12,30,50Pa) H/M/L kW 1.4/1.1/0.8 2.2/1.7/1.5 2.5/2.0/1.5 

Water flow rate H L/h 270 380 470 

Water pressure drop H kPa 10.2 10.5 11.3 

Heating 
Capacity(12,30,50Pa) H/M/L kW 2.1/1.7/1.4 3.0/2.6/2.1 3.7/3.2/2.5 

Water pressure drop H kPa 8.9 9.1 10.1 

Power supply V/Ph/Hz 220-240/1/50

Power input H W 16 21 28 

Sound 

pressure 

level 

12Pa H/M/L dB(A) 35/25/23 36/29/23 38/32/24 

30Pa H/M/L dB(A) 41/32/25 39/30/25 44/38/28 

50Pa H/M/L dB(A) 43/34/26 44/36/26 47/41/28 

Fan motor 

Type DC Motor 

Brand Panasonic Panasonic Panasonic 

Model WZDK50-38G-1 WZDK100-38GS-2 WZDK100-38GS-2

Quantity 1 1 1 

Fan 
Type Centrifugal, forward-curved Blades 

Quantity 1 2 2 

Coil 

Row 3 

Max. Working pressure MPa 1.6 

Coil length x height mm 485x203 585x206 685x206 

Fin spacing mm 2.2 

Fin type Hydrophilic aluminum 

Number of circuits 2 

Diameter mm 

Body 

Dimensions W×H×D mm 741×241×522 841×241×522 941×241×522 

Packing W×H×D mm 790×260×550 890×260×550 990×260×550 

Net weight kg 17.2 19.5 21.5 

Gross weight kg 20.2 22.5 24.5 

Pipe 

connection 

Water inlet/outlet pipe inch RC3/4 

Drain pipe mm 

Notes: 

1. H: high fan speed; M: medium fan speed; L: low fan speed.

2. Cooling conditions: Entering water 7°C, temperature rise 5°C, entering air temperature 27°C DB,19°C WB.

Heating conditions: Entering water 50°C, enter air temperature 20°C, the same water flow as the cooling conditions.

3. Noise is tested in semi-anechoic test room.
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Specification

Model HFCU- M500D M600D M800D

Air flow (12,30,50Pa)
H/M/L m3/h 690/470/370 900/670/440 1240/840/670 

H/M/L CFM 410/280/220 530/400/260 730/500/400 

External Static pressure Pa The factory default 12Pa,30/50Pa can adjust in the field 

Cooling 

Capacity(12,30,50Pa) H/M/L kW 3.0/2.4/1.9 4.2/3.5/2.5 5.3/4.1/3.1 

Water flow rate H L/h 540 730 930 

Water pressure drop H kPa 13.6 15.3 12.8 

Heating 
Capacity(12,30,50Pa) H/M/L kW 4.4/3.6/3.0 5.7/4.8/3.4 6.8/5.5/4.6 

Water pressure drop H kPa 11.7 12.7 12.0 

Power supply V/Ph/Hz 220-240/1/50

Power input H W 36 45 57 

Sound 

pressure 

level 

12Pa H/M/L dB(A) 43/35/27 46/39/30 46/38/30 

30Pa H/M/L dB(A) 46/37/30 49/41/33 49/43/33 

50Pa H/M/L dB(A) 48/42/33 51/44/39 52/45/37 

Fan motor 

Type DC Motor 

Brand Panasonic Panasonic Panasonic 

Model WZDK100-38GS-2 WZDK100-38GS-2 WZDK100-38GS 

Quantity 1 1 2 

Fan 
Type Centrifugal, forward-curved Blades 

Quantity 2 2 4 

Coil 

Row 3 

Max. Working pressure MPa 1.6 

Coil length x height mm 685x206 905x206 1205x206 

Fin spacing mm 2.2 

Fin type Hydrophilic aluminum 

Number of circuits 3 3 4 

Diameter mm 

Body 

Dimensions W×H×D mm 941×241×522 1161×241×522 1461×241×522 

Packing W×H×D mm 990×260×550 1210×260×550 1510×260×550 

Net weight kg 21.5 24.2 33.5 

Gross weight kg 24.5 27.7 37.7 

Pipe 

connection 

Water inlet/outlet pipe inch RC3/4 

Drain pipe mm 

Notes: 

1. H: high fan speed; M: medium fan speed; L: low fan speed.

2. Cooling conditions: Entering water 7°C, temperature rise 5°C, entering air temperature 27°C DB,19°C WB.

Heating conditions: Entering water 50°C, enter air temperature 20°C, the same water flow as the cooling conditions.

3. Noise is tested in semi-anechoic test room.
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Specification

Model HFCU- M1000D M1200D

Air flow (12,30,50Pa)
H/M/L m3/h 1610/1160/790 1850/1400/970 

H/M/L CFM 950/690/470 1090/830/570 

External Static pressure Pa The factory default 12Pa, 30/50Pa can adjust in the field 

Cooling 

Capacity(12,30,50Pa) H/M/L kW 6.7/5.4/3.9 8.2/6.5/4.6 

Water flow rate H L/h 1180 1400 

Water pressure drop H kPa 21.6 34.9 

Heating 
Capacity(12,30,50Pa) H/M/L kW 8.2/6.9/5.2 10.1/8.6/6.8 

Water pressure drop H kPa 15.5 25.73 

Power supply V/Ph/Hz 220-240/1/50

Power input H W 87 95 

Sound 

pressure 

level 

12Pa H/M/L dB(A) 48/41/31 47/40/30 

30Pa H/M/L dB(A) 49/42/33 50/42/34 

50Pa H/M/L dB(A) 51/44/35 53/45/37 

Fan motor 

Type DC Motor 

Brand Panasonic Panasonic 

Model WZDK100-38GS WZDK100-38GS 

Quantity 2 2 

Fan 
Type Centrifugal, forward-curved Blades 

Quantity 4 4 

Coil 

Row 3 

Max. Working pressure MPa 1.6 

Coil length x height mm 1310x206 1600x206 

Fin spacing mm 2.2 

Fin type Hydrophilic aluminum 

Number of circuits 5 6 

Diameter mm 

Body 

Dimensions W×H×D mm 1566×241×522 1856×241×522 

Packing W×H×D mm 1615×260×550 1905×260×550 

Net weight kg 35.2 39.7 

Gross weight kg 39.7 44.9 

Pipe 

connection 

Water inlet/outlet pipe inch RC3/4 

Drain pipe mm 

Notes: 

1. H: high fan speed; M: medium fan speed; L: low fan speed.

2. Cooling conditions: Entering water 7°C, temperature rise 5°C, entering air temperature 27°C DB,19°C WB.

Heating conditions: Entering water 50°C, enter air temperature 20°C, the same water flow as the cooling conditions.

3. Noise is tested in semi-anechoic test room.
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6. Dimensions

Unit: mm 

Model 

Size 

200-Model 300-Model
400-Model

500-Model
600-Model 800-Model 1000-Model 1200-Model 

A 545 645 745 965 1265 1370 1660 

B 485 585 685 905 1205 1310 1600 

C 513 613 713 933 1233 1338 1628 

D 485 585 685 905 1205 1310 1600 

E 741 841 941 1161 1461 1566 1856 

F 583 683 783 1003 1303 1408 1698 

Notes: 

The above figure is only an instance model, which would be different from the one that you purchase. 

The broken lines in above figures for illustrate the dimension of air return box. (Lower side air return box and 

rear air return box.) 

Units with air return plenum is standard, and units without air return plenum can be customized. 

Electriccontrolbox

B (Air return port)
A
F

Condensation
water drainingport 4-10X16Hoisting hole

Hot water
inlet RC3/4

Condensation
water outlet
ZG3/4

Cold water
inlet RC3/4

Air release
valve

Cold water
outlet RC3/4

Hot water
outlet RC3/4
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7. Sound Levels

HFCU- M200 M300 M400 M500

12Pa (H/M/L) 36/32/26 37/33/26 37/34/27 38/35/28

30Pa (H/M/L) 40/36/29 41/38/30 42/38/31 43/38/32

50Pa (H/M/L) 42/39/31 43/40/32 45/41/33 45/42/34

HFCU- M600 M800 M1000 M1200

12Pa (H/M/L) 39/36/29 41/37/30 42/39/32 44/40/33

30Pa (H/M/L) 44/40/33 45/40/34 46/42/34 47/42/34

50Pa (H/M/L) 47/43/35 47/44/36 50/45/37 50/45/38
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HFCU-M200D

HFCU-M300D
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HFCU-M400D

HFCU-M500D
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HFCU-M600D

HFCU-M800D
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HFCU-M1000D

HFCU-M1200D
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8. Space Requirement




